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PTO and Shaft Adapters 
(Female to Female)

Speed Controller for Pressure and Output of 12V Motor-Driven Pumps

Quick Couplers
(Female to Female)

Part Number PTO (I.D.) Pump End (I.D.) Material RPM Pump Model

1320-0015 3⁄4" 5⁄8" steel * 4000, 6500

1320-0016 5⁄8" 5⁄8" steel * 4000, 6500

1320-0022 13⁄8" (6 spline) 5⁄8" die cast 540 6500 

1320-0033 13⁄8" (6 spline) 15⁄16" die cast 540 1500, 1700, 7560, 7700

1320-0038 13⁄8" (21 spline) 15⁄16" die cast 1000 1500, 1700, 7560

1320-0053 13⁄8" (21 spline) 5⁄8" die cast 1000 4000, 6500

1320-0054 3⁄4" 15⁄16" die cast * 1500, 1700, 7560, 7700

1320-0059 13⁄8" (6 spline) 1" die cast 540 1200⁄5200

1320-0076 13⁄8" (6 spline) 15⁄16" forged steel 540 1500, 1700, 7560, 7700

1320-0077 13⁄8" (6 spline) 5⁄8 forged steel 540 6500

1320-0078 13⁄8" (21 spline) 15⁄16" forged steel 1000 1500, 1700, 7560

1320-0079 13⁄8" (21 spline) 5⁄8" forged steel 1000 4000, 6500

1320-0080 13⁄4" (20 spline) 15⁄16" forged steel 1000 1500, 1700, 7560

1320-0081 13⁄8" (6 spline) 1" forged steel 540 1200⁄5200

Roller Pump Kits & Accessories

* Refer to recommended pump rpm.

Part Number PTO (I.D.) Pump End (I.D.) Material RPM Pump Model

1321-0006 13⁄8" (6 spline) 5⁄8" die cast 540 6500

1321-0007 13⁄8" (6 spline) 15⁄16" die cast 540 1500, 1700, 7560, 7700

1321-0008 13⁄8" (21 spline) 5⁄8" die cast 1000 4000, 6500

1321-0009 13⁄8" (21 spline) 15⁄16" die cast 1000 1500, 1700, 7560

1321-0012 13⁄8" (multi-speed) 5⁄8" die cast 540⁄1000 4000, 6500

1321-0013 13⁄8" (multi-speed) 15⁄16" die cast 540⁄1000 1500, 1700, 7560, 7700

1323-0072 13⁄8" (6 spline) 15⁄16 forged steel 540 1500,1700, 7560, 7700

1323-0073 13⁄8" (21 spline) 15⁄16" forged steel 1000 1500, 1700, 7560

1323-0074 13⁄8" (6 spline) 5⁄8" forged steel 540 6500

1323-0075 13⁄8" (21 spline) 5⁄8" forged steel 1000 4000, 6500

1323-0076 13⁄8" (multi-speed) 15⁄16" forged steel 540⁄1000 1500, 1700, 7560, 7700

1323-0077 13⁄8" (multi-speed) 5⁄8" forged steel 540⁄1000 4000, 6500

Part Number Description Estimated Weight Each

2530-0057

• 12-volt pulse-width modulated motor speed controller

• Quick-disconnect motor cables (sheathed) in 20-ft. lengths

• 8-foot, 10-gauge power leads with ring terminals

• 0-60 psi glycerin-filled gauge

• Solenoid/boom circuit

4 lbs. 6 oz. 

Use with 4101N-AEH, 4101XL-AEH, 4001N-AEH and 4001XL-AEH 12-volt pumps 
and eliminate the need for a pressure relief valve in your pumping system. Simply 
dial your required pressure by adjusting the speed of the motor.
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