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TECHNICAL SPECIFICATIONS
LE Type : ULV Cold Fogger
Electric Motor : U240 - 220 - 240 V, 50 / 60 Hz, 800 W
Solution Tank : 5L round shape, HDPE, with side filling (come with strap)
Output . Approx. 10-170 ml/min
O Flow Control : Variable control
Air Velocity : 130 m/s.
Flexible Hose : No
\I Net weight : 31 kg
Gross weight o AL T
Dimensions : @28 x H40 cm

Packing Dimensions  : L36 x W32 x H43 cm

» Public hygiene such as in communities, canteens, schools, offices, means of
transportation etc.

* Disinfection in food industry

« Disinfection or application of vaccine in intensive livestock

» Disinfection in greenhouse and mushroom production

» Pest control against flying and crawling

= Control of mildew and fungus

» Stored products control

» Qdor control

Regional Office: Malaysia Office:

Agro Technic Pte Ltd Agrofog Sdn.Bhd

No. 32 Ang Mo Kio Industrial Park 2 #01-01 No. 18 Jalan PJS 11/14 Bandar Sunway Industrial Park
Sing Industrial Complex Singapore 569510 46150 Subang Jaya Selangor Malaysia

Tel: (65) 64821828 Fax: (65) 64812631 Tel: 03-56388486 Fax: 03-56388491

Email:agro@agrotech.com.sg Website: www.agrofog.com Email:agro@agrofog.com.my Website: www.agrofog.com




